VEHICLE PREPARATION fetch.

This document is to help you prepare your vehicle for the application of the decal imagery
to your vehicles. A few points of preparation are required by you in order to assure a
successful application and to avoid any additional costs.

CLEAN
For a successful install, the painted surfaces of your vehicle(s) must be free of corrosion,
road grime, salt and dirt.

Any rust or oxidation must be removed and bare metal must be primed and painted to
factory specifications to assure durability of the installation.

Do NOT use any type of wax or Rain-X products in your preparatory cleaning of your
vehicle the day prior to installation. Simply washing your vehicle at a drive through car wash
24hrs prior to install will suffice.

Previous decals and subsequent adhesive must be removed before installation can occur.

The installer will wipe down the vehicle prior to installation with an isopropyl alcohol
solution to prep the vehicle.

Any additional removal of decals/adhesive or excessive cleaning of the vehicle will incur
additional costs.

DRY

The surfaces that the decals are to be adhered to must be free of moisture around cracks,
seams, and rivets.

Please wash your vehicle(s) at least 24 hours prior to the scheduled installation and keep
them indoors to give these areas time to dry and to stay clean.

WARM

Ideal vehicle installations occur between 55-75 degrees F, and must be installed indoors.
Keep in mind that vehicles must be at the temperature stated above to initiate installation,
so be aware that surfaces may take several hours to reach the optimum temperature
required; this is especially important when starting from extremes in cold. If the installation
team is coming to your facility, be aware that the area provided must be free of direct
sunlight during warm months, and must be a stable temperature during cold installations.
Wind and dust must be kept to a minimum to help the installation process go smoothly.

If you wish to have our staff address any of the issues above prior to
installation please anticipate additional time and expenses that would be
involved. If you have any questions or comments, please feel free to contact
us at any time.
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