3M GRAPHICS WARRANTY >

Below are the various 3M Graphics warranty options, along with what they

cover. Fetch is dedicated to only adhering to the highest quality. S esT™ Warranty

fetch.

3M™ Basic 3M™ 3M"

Pleast Note:
Horizontal surfaces (ie: hoods and
roofs) are NOT covered under the 3M

MCS Warranty. Specific product \|/Dvr°ductt PeGrformatnce MCS™

bulletins available upon request for aﬂg?” Y uagn e Wal;g?nty

more specific warranty information. All 3M"Graphic  Specific 3M"Inkjet | Finished Graphics
Products Products with made using all 3M

Qualified OEM Inks = Graphic Products

Coverage

Physical Defects Obvious damage for /
in 3M Product any reason

Manufacturing Visual defects S
Defects and Ink

Performance Adhesive defects N4

Adhesion failure on
recommended substrates

NN ININS

Printing Defects
and Ink
Performance

Image defects when printing

Excessive image fading

Image cracking, crazing/peeling

Blistering

Excessive dimensional change

Cutting Defects Clean cutting and weeding

Graphic Appearance

As defined in Product Bulletin for
3M Products only

Warranty Period

for specific graphic
constructions

As defined in base film’s
Product Bulletin

Removal

Removable or changeable films do
not remove as stated

NSNS

Additional Coverage

for 3M"Panaflex”Awning
and Sign Facing and 3M"
Panagraphics™ Flexible
Substrates

Seam or splice failure when made
as recommended

Blowout when used as
recommended

Mildewing

Wicking
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3M GRAPHICS WARRANTY >

Below are the various 3M Graphics warranty options, along with what they

cover. Fetch is dedicated to only adhering to the highest quality. 3w Mes™ Warranty

Warranty Period for 3M Product Performance, in Years

Warranty Period Film Graphic Vehicles| Outdoor & | Watercraft | Indoor
for 3M Product Performance Protection Indoor Signs
in a Standard U.S. Vertical 8518
Exposure 8519 . . , ,
8520
1J180-10 8915
1J180C-10 8528*
1J180CV3-10 | 8548G* 5/2 4 2 7
1920DR 2 2 - 3
Reduced Warranty Period for For other graphic exposures, multiply the Warranty Period (in years) for your
Other Graphic Exposures graphic construction as shown in the applicable Warranty Period tables, Section

G.(1) or Section F.(1),by the percentage shown for the intended graphic expo-
sure. See page 4 for the graphicexposure definitions.

Use this Percentage of
U.S. Vertical Exposure,
If the Graphic Exposure is: Warranty Period Calculation Examples

U.S. Non-vertical 50% (0.5) 0.5 x 7 years = 3.5 years
0.5 x 4 years = 2.0 years

Desert Southwest Vertical 70% (0.7) 0.7 x 7 years = 4.9 years
0.7 x 4 years = 2.8 years

Desert Southwest Non-vertical | 35% (0.35) 0.35 x 7 years = 2.45 years
0.35 x 4 years = 1.4 years

Horizontal 0% 0

Desert Southwest Region - Defined

The following portions of the hot, arid desert areas of Southwestern U.S., which carry reduced
warranteddurabilitiesas specified in the 3M Product Bulletins are defined to be:

Southern Counties:
Clark (Las Vegas), Lincoln, Nye, Esmeralda, Mineral

Southern Counties:
Washington, Kane

Entire State

Entire State

Southeastern Counties:
Mono, Inyo,

San Bernardino,
Riverside, Imperial

Western Couries:
El Paso, Hudspeth, Culberson,
Loving, Wikler, Reeves, Ward, Pec
Jeff Davis, Preiglio, Brewster

fetch.



